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The ACM-Lite Chassis, part of the Modular Test Toolkit (MTT) 
product family, is a rugged, battery operated handheld platform 
for access network service installation, verification, and trouble- 
shooting applications. The MTT ACM-Lite chassis offers basic 
diagnostic measurements useful for troubleshooting physical layer 
problems found on the twisted-pair circuits that carry so many 
access network services.

KEY features

•	 Color display

•	 Easy-to-use interface

•	 Identify the fault with DMM

•	 Fault location with TDR

•	 Supports many SSMTT/SSxDSL test modules

BENEFITS

•	 Handheld and portable

•	 Flexible and dynamic

•	 Convenient and cost-effective

•	 Copper maintenance features

Advanced Cable Maintenance 
Features

TDR
Distance Range: Dependent on cable type and condition
15 ft to 24000 ft @ 22 AWG/3 m to 7200 m @ 0.6 mm
15 ft to 18000 ft @ 24 AWG/3 m to 5400 m @ 0.5 mm
15 ft to 12000 ft @ 26 AWG/3 m to 3600 m @ 0.4 mm

Automatic search to first fault
Accuracy: ± 1% ± 5 nS; accuracy is dependent on Vp 

uncertainty and cursor resolution
Display Resolution: 0.6% of selected range
Test Signal 
	 1/2 Square Wave if pulse width ≤ 75 nS
	 1/2 Sine Wave if pulse width > 75 nS
 Pulse Widths: 25 nS to 4 μS, autoselect
Amplitude: Maximum 10 Vb-p into 100Ω, 20 Vb-p into 

open circuit
Output Impedance: 100Ω
Vp: 0.4 to 0.99 in 0.01 increments

The MTT ACM-Lite



© 2009 Sunrise Telecom Incorporated. All rights reserved. Specifications subject to change without notice. All product and company names are trademarks of their respective corporations.  

Sunrise Telecom San Jose and Taiwan facilities are ISO 9001 certified. Do not reproduce, redistribute, or repost without written permission from Sunrise Telecom. C_0150 REV.A00 January 2009

For more information or a directory of sales offices:
Phone: +1-800-701-5208 or +1-408-363-8000

info@sunrisetelecom.com      www.sunrisetelecom.com 

AC Voltage 
Detector: True RMS
Range: 250 VAC Max
Accuracy: ± 1% ± 20 mV @ 20 Hz to 1 kHz

Resistance
Range: 1Ω to 100 MΩ 
Accuracy: 
± 1% ± 1Ω from 1Ω to 1 MΩ
± 2% from > 1 MΩ to 4 MΩ
± 5% from > 4 MΩ to 40 MΩ 
± 10% from > 40 MΩ to 100 MΩ

Capacitance
Range: 1 nF to 1 μF 
Accuracy: ± 2% ± 200 pF

Current
Load: 430Ω
Range: 0 mA to 110 mA
Accuracy: ± 2% ± 0.1 mA

Connectors
Dual RJ-45 or Dual 3-pin banana
Serial Port: 8-DIN, RS-232C (V.24) DTE
DC Power Jack 

General
Size: 4.5” (W) x 3.3” (H) x 11” (L) [11.4 cm x 8.3 cm x 28 cm]
Weight: 3.5 lb [1.6 kg]
Display: Backlit 240 x 320 dot STN indoor/outdoor Color screen; 
CFL Backlight

LEDs: 20 bi-color
Battery: Rechargeable, field replaceable NiMH pack
Charger: Universal 100-240 VAC adapter with IEC connector
Operating Temperature: 32°F to 122°F [0°C to 50°C]
Storage Temperature: -4°F to 158°F [-20°C to 70°C]
Humidity: 5% to 85% noncondensing

ORDERING INFORMATION
SSMTT-ACM-LITE 
	 SunSet MTT with Basic Cable Maintenance features. Includes 	
	 a high resolution color display with TDR and DMM functions. 	
	 Includes Certificate of Calibration 

CLEI: TET1SUJEAA 
CPR: 774616 
[Recommended Cables are SS161 series].

Recommended Cables
SS161 Cable, RJ-45 (m) to 3 Probe Clips, 6’
SS161-HPU Cable, RJ-45 (m) to 2 Retractable bananas and 
ground clip, 1000V tolerance, 6’. Includes two detachable 
alligator clips.


