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SPECIFICATIONS
Transmit level range: 	 8 - 60 dBmV

Transmit level accuracy: 	+/-1 dB

Frequency range: 	 5 - 45 MHz 

Frequency accuracy: 	 100 ppm

Symbol Rates: 	 1.28, 2.56, 5.12 MS/s

MER: 	 ≥38dB, 8-58 dBmV
			  ≥37dB, 58-60 dBmV
BER: 	 0 Errors, 8-60 dBmV

Spurious and distortion: 	≥61 dBc, 220 MHz–1500 MHz
		 	 Transmit level 8 dBmV@42.5 MHz

Distortion near CF: 	 2.5 MHz from CF

			  ≥48 dBc, 8–58 dBmV
			  ≥38 dBc, 58-60 dBmV
Operating range: 	 0° to 50° C (32° to 122° F)

ORDERING INFORMATION
CM1000-USG	 CM1000 base station with CM-USG 
	 module only (CM1000 cable modem module 		
	 not included)

CM-USG		  Upstream Signal Generator Module (only) for 	
	 use with CM1000 Digital Network Analyzer

For ordering information on the AT2500 series, consult the AT2500RQv 
or AT2500HM brochure. Also see the CM2000 USG Upstream Charcter-
ization toolkit for DOCSIS 2.0 64 QAM upstream capabilities.


